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The  use  of  vertical  or  "up- 
right" doors  assures  every 
installation  presenting  a 
trim  appearance  that  harm- 
onizes with  home  and 
garage  design. 


Operation  up  or  down  is 
practically  automatic  —  an 
important  factor  where 
doors  must  be  operated  by 
women  and  children. 
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With  the  door  up,  it's  out 
of  the  way — the  opening  is 
entirely  clear  for  entering 
or  leax'ing  the  garage. 


if 


Operates  Vertical 
Doors  Overhead  .  . 

"OvER-THE-Top"  Door  Equipment  represents  the  most  revolutionary 
development  in  the  operation  of  garage  doors  since  garages  came  into 
existence.  It  gets  the  doors  up  where  they  belong,  out  of  the  way,  leav- 
ing the  opening  entirely  unobstructed.  The  most  radical  departure 
from  old  methods,  however,  is  in  that  this  equipment  is  designed  for 
application  to  any  type  of  i-ertica!  or  "upright"  doors  that  so  readily 
harmonize  with  the  lines  of  a  home.      Special  doors  are  nor  required. 

Doors  may  be  of  architectural  design;  or  standard,  purchased  from 
the  local  lumber  dealer;  or  those  now  in  use.  Provision  is  made  for 
combining  two  or  more  stiles  to  operate  as  a  unit — as  simply  and 
effectively  as  a  one-piece  or  solid  door. 


^    Seconds 
and  It's  Open 

Where  "Over-the-Top"  Door  Equipment 
is  in  use,  with  a  slight  pull  on  the  outside 
handle  the  door  rises  to  an  overhead 
position  without  further  aid  from  the 
operator.  The  same  effect  can  be 
accomplished  from  the  interior  with  a 
gentle  push  with  the  foot  at  the  bottom 
of  the  door.  No  straining,  shoving  or 
guiding  necessary.  Closing  is  just  as 
simple.  Operator  applies  outward  thrust 
on  pull-down  cord  and  the  door  comes 
down  into  the  opening  as  easily  as  it 
went  up.  Movement  of  the  door  up  or 
down  is  practically  automatic. 

Because  of  the  minimimi  of  effort  required 
to  raise  and  lower  doors  equipped  with 
"Over-the-Top"  Door  Equipment,  it  is 
ideal  where  garage  doors  are  operated 
by  women  or  children. 


OPERATES  VERTICAL 


Nothing  to  Get 
Out  of  Order   . 


The  principles  of  design  of  "Over-the-Top"  Door  Equipment  are 
amazingly  simple.  They  depart  radically  from  the  customary  method 
of  operating  doors  overhead — no  pulleys,  cables  or  counter-balance 
weights  are  needed  and  overhead  trackage  is  held  to  a  minimum. 
By  a  patented  device,  all  possibility  of  slamming  a  door  in  opening  or 
closing  it,  is  postively  eliminated.  All  parts  of  the  equipment  are 
made  of  heavy  wrought  steel  for  strength  and  durability.  Roller 
bearings  are  used  where  necessary  to  assure  long,  dependable  service. 

A  rust-proof  handle  and  the  face  ot  the  cylinder  lock  are  the  only 
pieces  of  hardware  exposed  on  the  outside  of  the  door.  Thus  every 
installation  presents  a  distinctively  neat  appearance. 


.LcTop' 
Ver-V-    Door  Equipment 


Ouickly 
Installed 


"O  VER-TH  E-To  p"  Door 
Equipment  can  be  installed 
by  any  carpenter,  following 
the  fully  detailed  and  illus- 
trated instruction  sheet.  It 
has  been  found  in  many 
instances  to  require  one 
man  but  from  two  and 
one-half  to  three  hours  to 
entirely  complete  an  in- 
stallation. No  special  or 
complicated  cutting  or  fit- 
ting is  required.  For  ex- 
ample, note  in  the  photo- 
graph at  the  right,  the 
unusual  simplicity  of  the 
method  of  fastening  the 
overhead  trackage. 

A  perfectly  weather-tight 
enclosure  can  be  obtained 
by  simple  carpentry  as  out- 
lined in  the  instruction 
sheet. 


Mechanical  parts  are  the  simplest 
possible  consistent  with  long, 
satisfactory  service.  Note  the 
absence  of  weights,  cables  and 
excessive  trackage. 


Method  of  installing  overhead 
track  requires  a  minimum  amoimt 
of  work.  Special  cutting  and  fit- 
ting is  not  required. 


Angle  iron  braces  combine  two 
or  more  sections  to  form  a  one- 
piece  door.  Note  simplicity  of 
equipment  and  neat  appearance. 


DOORS  OVERHEAD 
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Above  close-up  of  spring  and  arm  shows 
clearly  the  simplicity  of  mechanical  detail. 
Note  provision  for  adjustment  of  spring 
tension  at  lower  bracket. 


In  the  photograph  at  the  right,  the  car 
was  placed  with  bumper  against  door — 
conclusive  proof  that  ample  clearance 
between  door  and  car  is  provided. 


Vv  here  the  Power 
Comes  From    .    .    .    . 

The  continuous  smooth,  easy  operation  of  "Over-the-Top"  Door 
Equipment  is  made  a  certainty  by  the  high  quality  of  springs  em- 
ployed for  power.  The  two,  huge  coils  are  properly  heat  treated 
and  oil  tempered.  Their  strength  has  been  scientifically  determined 
so  that  but  one-half  their  capacity  is  required  for  perfect  operation. 
This  wide  margin  of  safety  has  been  adopted  to  assure  dependable 
service  throughout  the  life  of  the  building  in  which  the  equipment  is 
installed.  Adjustment  for  proper  tension  to  take  care  of  varying 
door  weights  has  been  provided  for  in  the  angle  bracket  construction. 

"OvER-THE-Top"  Door  Equipment  controls  the  door's  movement  so 
that  clearance  is  provided  between  door  and  car  as  door  is  opened 
or  closed  (even  when  car  is  backed  against  door).  This  feature  can 
be  capitalized  upon  in  the  saving  of  considerable  floor  space. 
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OPERATES  VERTICAL 


Adaptable  For 
any  Openins  . 


While  "OvER-THE-Top"  Door  Equipment  is 
most  often  applied  to  standard  doors  (7  to  8 
feet  high  and  up  to  8  feet  wide),  it  also  can  be 
employed  readily  to  operate  the  doors  of  large 
or  special  size  openings. 

Probably  the  most  common  type  of  "special" 
opening  is  that  for  a  two-car  garage  where  the 
center  post  or  muUion  is  omitted.  "Over-the- 
Top"  Door  Equipment  for  openings  of  this 
kind  includes  everything  to  assure  a  dependable 
installation — whether  the  door  is  of  one-piece 
construction  or  is  comprised  of  a  number  of 
sections. 

"OvER-THE-Top"  Door  Equipment  is  also 
adaptable  to  the  doors  of  public  garages, 
greasing    stations,    warehouses    and    factories. 

Doors  larger  than  standard,  because  of  their 
additional  weight  and  size,  require  larger, 
heavier  arms  and  more  powerful  springs  to 
assure  smooth,  easy  operation  and  long, 
satisfactory  service.  Therefore,  in  order  that 
the  proper  equipment  is  supplied  for  each 
special  door,  it  is  imperative  that  details  of 
size,  type  and  weight  be  furnished  the  engi- 
neering department.  Write  Dept.  AF,  Frantz 
Manufacturing  Co.,  Sterling,  Illinois. 
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"OvER-THE-Top"  Door  Equipment  installed  on  a 
greasing  station  door  comprised  of  four  sections  and 
measuring  16'  x  12'. 
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"OvER-THE-Top"  Door  Equipment  operates  the  9'  x 
12'  doors  of  a  Peoria,  Illinois,  Produce  Company's 
garage,  with  remarkable  ease. 


Greasing  station  installation  of  "Over-the-Top" 
Door  Equipment  in  Read  City,  Michigan.  Here 
doors  are  of  one-piece  construction  and  measure  10'  x 
10',  yet  a  child  can  operate  them. 
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SPECIFICATIONS  FOR  INST 
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FIG     2 
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ALLING   EQUIPMENT  No.  78 
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CLEADANCE 
DIMENSIONS 

For  Doors  7'-0"to  8'-0" 
hiqh  and  up  to  8' 
iA/iae,with  ^"  of  door 
lapping  head-jamb 


Door  Minimum 

Thickness     Headroom- 
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"OvER-THE-TOP"     Doof     Equipment 
used  to  complete  a  remodeling  job- 


Installation   on  former  sliding  door 
10'  X  10'  of  public  garage. 


nd  There  are  Thousands  of  These 


The  photographs  on  this  page  show  "Over-the-Top" 
Door  Equipment  in  use  on  many  types  of  garages — 
residential,  public,  apartment  house,  greasing  station 
and  warehouse — illustrating  its  ready  adaptability  to 
all  kinds  of  doors  and  openings. 


"OvER-THE-Top"  Door  Equipment  lias  met  with 
approval  wherever  it  has  been  presented.  Distributors 
have  been  established  in  all  parts  of  the  country, 
each  ready  to  supply  equipment  for  standard  openings 
and  with  men  trained  to  make  prompt,  installations. 
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